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MAXIMUM OF 3 CONCRETE
ADJUSTING RINGS ALLOWED
WITH NON—SHRINK GROUT
PLACED BETWEEN RING:

AND PLASTERED 1/2

INSIDE AND OUTSIDE OF RINGS.
NOTE:
IF_CASTI

TOP OF CONCREI'E STRUCUTRE,

SHALL BE FLACED BETWEEN
CASTING AND STRUCTURE.

@MAXIMUM ADJUSTMENT ALI.OWED BEI'WEEN

THE TOP CONE SECTION
IS 12", A MAXI

MUM_OF 3 INDMDUAL ADJUS'HNG

RINGS SHALL BE USED. TALLER 6° OR 12" RINGS

SHALL BE USED WHERE ADJUSTMENT REQUIRES

MORE THAN 3 (2°) RINGS.

S
THICK

NG IS SET DIRECTLY ON %

|67

MASTIC COMPOUND

VARIES

DISH FLOOR TO! CENTER
OF GASTING OPENING

4’ DIAMETER

—

-|— MIN. 7" THICK

xPRECAS’T CONCRETE BASE
(SEE MnDOT STANDARD PLATE 4011)

TYPICAL DESIGN 4023 CATCH BASIN 1

NOTE:
THE PIPE END(SE( SHALL BE STUBBED INSIDE
THE MANHOLE 0O OF

CATCH BAS| MAXIMUM
THREE INCHES (3"

BY THE ENGINEER/OWNER.

UNLESS APPRUVED OTHERWISE

NEENAH R
OR APPROVED EQUAL

NOTES:

PIPE CUTOUTS TO BE LOCATED

AS SPECIFIED.

STEEL REINFORCED PLASTIC STEI

SHALL BE A POLYPROPYLINE PLASHC
REINFORCED WITH A NO. 2 DEFORMED
FI'EEL ROD GRADE 60.

LL ANNULAR SPACE AROUND PIPE
WITH NON—SHRINK GROUT, AND PLACE
CONCRETE GOLLAR AROUND PIPE
PLACE EXTERIOR
CHIMNEY SEAL

PLACE BITUMINOUS MASTIC
COMPOUND BETWEEN SECTIONS

R.C. PIPE (MNDOT 3236)
WITH RUBBER GASKET

/_ CONFORMING TO MNDOT
PLATE 3006

\AIT

MNDOT DESIGN 4020

w/3'x2' TOP SLAB OPENING

(SEE MNDOT STANDARD PLATE—4022A)
POUR CONCRETE INVERT

PLACE BITUMINOUS MASTIC
COMPOUND BETWEEN SECTIONS

AASHTO HS 25 LOADING,
MAXIMUM FILL HEIGHT 15 FT.

2. THE NO. 4022 SHALL BE

14" MIN
—_—

24" x 36"
OPENING

EXTRA BARS
(SEE_MNDOT
STANDARD
PLATE 4022)
PLAN OF COVER
TOP BARS NOT SHOWN
COVER DIAMETER |18

MIN OF THREE
/_ APPROVED HANDLING
DEVICES AT 120" SPACING

REINFORCING AND

—"T" (SEE MNDOT
STANDARD

F
REINFORCING
(SEE MnDOT
STANDARD PLATE 4020)
1

MANHOLE DIA
SECTION A-A

PERMANENTLY MARKED ON THE

TOP OF THE COVER.

3. EQUIVALENT STEEL AREAS IN
WIRE MESH MAY BE USED.

4. REINFORCEMENT PER SPEC.

3301, GRADE 60. A SINGLE

HOOP OF 8 GAGE STEEL WIRE.

STORM_SEWER

DESIGN 4023 CATCH BASIN WITH SUMP

NOT TO SCALE
SAINT PETER STANDARD
PLATE 4023

PLATE 4022)

STORM SEWER DESIGN 4023
CATCH BASIN WITH SUMP

STANDARD DETAIL
PLATE NO:

4023
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