NOTES:

1. PEDESTRIAN RAMP NOT REQUIRED UNLESS RAMP ON OPPOSITE SIDE OF ROAD IS CONSTRUCTED OR RECONSTRUCTED.
2. NEWLY CONSTRUCTED OR RECONSTRUCTED PEDESTRIAN RAMPS SHALL MEET REQUIREMENTS OF STANDARD DETAILS 7017 AND 7017A.
3. 6" WHITE STRIPING REQUIRED AT CROSS WALK OF COLLECTOR ROAD. STRIPING NOT REQUIRED ON LOCAL (NON-COLLECTOR) STREETS.
4. ZEBRA CROSSWALK STRIPING REQUIRED AT ALL CROSS WALKS ADJACENT TO SCHOOLS REGARDLESS OF COLLECTOR OR LOCAL CLASSIFICATION. SEE ZEBRA CROSSWALK MARKINGS TABLE AND NOTES.

INTERSECTION PEDESTRIAN RAMP AND CROSSWALK REQUIREMENTS

APPROVED: ADOPTED BY CITY COUNCIL ON APRIL 14, 2014
REVISED: REVISION ADOPTED BY CITY COUNCIL ON APRIL 09, 2018
REMARKS: FOR USE ON LOCAL, MSA, CSAH, OR FEDERAL PROJECTS

SAINT PETER UTILITY STANDARD DETAIL

SAINT PETER Standard
PLATE 7017B

PEDESTRIAN RAMP & CROSSWALK
NOT TO SCALE
SAINT PETER STANDARD
PLATE 7017B

ZEBRA CROSSWALK MARKINGS

<table>
<thead>
<tr>
<th>WIDTH OF ROAD (FACE TO FACE)</th>
<th>(W) WIDTH OF PAINTED AREA</th>
<th>(S) WIDTH OF SPACE</th>
<th>(L) LENGTH OF PAINTED AREA</th>
<th>NUMBER OF PAINTED AREAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>36 FEET</td>
<td>2.5 FEET</td>
<td>3.5 FEET</td>
<td>6.0 FEET</td>
<td>5 EACH</td>
</tr>
<tr>
<td>40 FEET</td>
<td>2.5 FEET</td>
<td>2.5 FEET</td>
<td>6.0 FEET</td>
<td>7 EACH</td>
</tr>
<tr>
<td>44 FEET</td>
<td>2.5 FEET</td>
<td>3.0 FEET</td>
<td>6.0 FEET</td>
<td>7 EACH</td>
</tr>
</tbody>
</table>

A painted area to be centered on centerline and lane lines.
A minimum of 1.5 feet clear distance shall be left adjacent to the curb. If the last painted area falls into this distance, it must be omitted.
The blocks shall be located to avoid the wheel path of vehicles.